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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers novabl e gypsum partitions.

Drawi ngs nust indicate the partition size, |ocation,
and panel spacing.

Partition finish-fabric colors nust be indicated on
the finish schedul es.
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PART 1 GENERAL
1.1 REFERENCES
Not Used

1.2 SUBM TTALS
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NOTE: Review submittal description (SD) definitions
in Section 01330, "Submittal Procedures," and edit
the following list to reflect only the subnmttals
required for the project. Submittals should be kept
to the mininumrequired for adequate quality
control. Include a columar |ist of appropriate
products and tests beneath each subnittal

descri ption.
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The following shall be submtted in accordance with Section 01330,
"Subm ttal Procedures,” in sufficient detail to show full conpliance with
the specification:
SD- 02 Shop Drawi ngs
Fabri cation Draw ngs shall be subnitted for novable gypsum
partitions in accordance with the paragraph entitled, "General
Information," of this section.

Installation drawi ngs shall be subnitted for the following itens
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1.

in accordance with the paragraph entitled, "General," of this
section.

Movabl e Gypsum Partitions
Partition Base

SD- 03 Product Data

Manuf acturer's catal og data shall be submitted for the foll ow ng
items:

Movabl e Gypsum Partitions
Partition Base

SD- 04 Sanpl es

Sanmpl es of the followi ng shall be submitted in accordance with
paragraph entitled, "Product Information," of this section.

Vi nyl Fabric

Anodi zed Al uni num Fi ni sh

Fitting and Fastener

Manuf acturer's Standard Col or Charts
SD-07 Certificates

Certificates shall be subnmitted in accordance with paragraph
entitled, "Product Information," of this section.

3 DELI VERY, HANDLI NG AND STORAGE

Materials shall be protected fromthe weather, soil, and damage during
delivery, storage, and construction.

Materials shall be delivered in the original packages, containers, or
bundl es bearing the brand nane and the nane of the naterial.

.4 FI ELD MEASUREMENTS

Fi el d neasurenents shall be taken prior to the preparation of the draw ng
and fabrication to ensure proper fits.

.5 GENERAL | NFORMATI ON

Fabrication Drawi ngs shall be submtted for Mvable Gypsum Partitions
consisting of fabrication and assenbly details to be perfornmed in the
factory.

PART 2 PRODUCTS

2.

1 MOVABLE GYPSUM PARTI Tl ONS

Partitions shall be the novable lowrail type, of the height and thickness
i ndi cated, consisting of |am nated gypsum panels, tongue and groove, with
fabric-backed Vinyl Fabric wall covering.

Partitions shall be conplete with alum num posts, caps, and end nenbers.

Fabric covering shall be as selected fromthe manufacturer's standard vinyl
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wal | coveri ngs.

Al um num Fi ni shes:
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NOTE: Sel ect an alum num finish as required.
Del ete i napplicabl e paragraphs.
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Cl ear anodi zed

Li ght - bronze anodi zed
Medi um bronze anodi zed
Dar k- bronze anodi zed
Bl ack anodi zed

Bl ack enanel

2.2 PARTI TI ON BASE
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NOTE: Delete the inapplicable paragraph
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Cl osed bases shall be provided as required. Exposed surfaces shall be
snmooth and free fromwave, warp or buckle. Bases shall be continuous

bet ween partition posts with joints occurring at posts. Cl osed base hei ght
shall be not less than 4 inches nor nore than 6 inches 100 nor nore than
150 mllineter.

Open base height shall be not |ess than 4 inches nor nore than 6 i nches 100
nor nore than 150 nmillineter.

2.3 PRODUCT | NFORNMATI ON

Certificates show ng novabl e gypsum partitions will be free of defects in
materials, fabrication, finish, and installation and that they will remain
so for a period of not less than [ ] years after conpletion.

Manuf acturer's Standard Col or Charts shall be submitted for novabl e
partitions indicating the manufacturer's recommended col or sel ecti ons and
fini shes.

Three sanpl es of each Anodi zed Al um num Fi ni sh, not |ess than 12-inches 300
mllineter square, shall be submtted.

Three sanples of each Fitting and Fastener shall be submitted for approval.

Three sanpl es of each texture and color of Vinyl Fabric as schedul ed, not
| ess than 12-inches 300 mllinmeter square, shall be subnitted.

Approved sanples may be installed in the work provided they are properly
identified.
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PART 3 EXECUTI ON
3.1 GENERAL

Partitions shall be installed straight, plunb, and level and in accordance
with the manufacturer's printed instructions.

3.2  ACCEPTANCE PROVI SI ONS
3.2.1 Repairing

Damaged and unacceptabl e portions of conpleted work shall be renmpved and
repl aced with new work at no additional cost to the Governnent.

3.2.2 C eani ng
Surfaces of the work, and adjacent surfaces soiled as a result of the work,
shal | be cleaned in an approved nmanner. Equi pment, surplus materials, and
rubbi sh fromthe work shall be renoved fromthe site.

-- End of Section --
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